
AREAS OF APPLICATION:

Dry and wet screening
Protective and control screening
Dust removal
Drainage
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ADVANTAGES:

One-person operation
Quick sieve change for frequent
product changes
Fast cleaning
Ergonomic design

VIBRATION SCREENING MACHINE WITH FOLDING HOOD

EQUIPMENT:

Folding hood with 1 deck quick-release
clamp
Internal and external screening frames
Dimensions: 600 to 1200 mm screen
diameter



Service performance 1 kg/h - 10.000 kg/h Construction sizes 600 800 1000 1200

Cross cut 20 µm - 20 mm Screen surface (m²) 0,229 0,432 0,694 1,012

Screen surfaces Perforated sheet, woven plastics, stainless steel mesh
Displacement circle
diameter (mm)

1030 1180 1620 2000

Number of screen decks 1 per machine Driving power (kW) 0,73 0,73 1,25 1,25

Screen cleaning Balls, ultrasonic Weight (kg) 160 205 295 370

Surfaces Glass bead blasted Total height (mm) 1 deck 1166 1163 1375 1366

Screen movement
Three dimensional, optimized for product and
performance

*Technical data subject to change without notice.
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TECHNICAL INFORMATION

Ball tap cleaning
Ultrasonic cleaning
Flexible hoses
Pass mechanisms
Special inlets or special outlets
ATEX

OPTIONS

*illustration can show extra equipment


